/ WOVEN WIRE MESH (IF APPLICABLE)
/ SILT FENCE FABRIC

TRENCH (BACKFILLED)
FABRIC TOE-IN

STEEL FENCE POST
(6" SPACING MAXIMUM)

FLOW

NOTES:

1.

TRIANGULAR SEDIMENT FILTER DIKES MAY BE SUBSTITUTED FOR SILT FENCE IN AREAS WHERE INSTALLATION OF
SILT FENCE IS NOT POSSIBLE OR WHERE VEHICLE ACCESS MUST BE MAINTAINED PROVIDED THE CONTRIBUTING
DRAINAGE AREA IS LESS THAN ONE ACRE.

SILT FENCE MATERIAL SHOULD BE POLYPROPYLENE, POLYETHYLENE OR POLYAMIDE WOVEN OR NONWOVEN
FABRIC. THE FABRIC WIDTH SHOULD BE 36 INCHES, WITH A MINIMUM UNIT WEIGHT OF 4.5 0Z/YD, MULLEN

BURST STRENGTH EXCEEDING 190 LB/IN? ULTRAVIOLET STABILITY EXCEEDING 70%, AND A MINIMUM APPARENT
OPENING SIZE OF U.S. SIEVE NO. 30.

FENCE POSTS SHOULD BE MADE OF HOT ROLLED STEEL, AT LEAST 4 FEET LONG WITH TEE OR Y—BAR CROSS

SECTION, SURFACE PAINTED OR GALVANIZED, MINIMUM NOMINAL WEIGHT 1.25 LB/FT?, AND BRINDELL HARDNESS
EXCEEDING 140.

WOVEN WIRE BACKING IS REQUIRED IN THE EDWARDS AQUIFER RECHARGE AND CONTRIBUTING ZONE; OPTIONAL
ELSEWHERE. WOVEN WIRE BACKING TO SUPPORT THE FABRIC SHOULD BE GALVANIZED 27"X4” WELDED WIRE, 12
GAUGE MINIMUM.

SILT FENCE SHOULD BE INSTALLED FOLLOWING THE CONTOURS AS CLOSE AS POSSIBLE. THE ENDS SHOULD BE
CURVED UPSTREAM TO CREATE AN AREA OF WATER IMPOUNDMENT AND PREVENT FLOW FROM ESCAPING AROUND
THE FENCE.

STEEL POSTS WHICH SUPPORT THE SILT FENCE SHALL BE INSTALLED ON A SLIGHT ANGLE TOWARD THE
ANTICIPATED RUNOFF SOURCE. POST MUST BE EMBEDDED A MINIMUM OF ONE FOOT AND SPACED NOT MORE
THAN 6 FEET ON CENTER.

THE TOE OF THE SILT FENCE SHALL BE TRENCHED IN WITH A SPADE OR MECHANICAL TRENCHER, SO THAT THE
DOWNSLOPE FACE OF THE TRENCH IS FLAT AND PERPENDICULAR TO THE LINE OF FLOW. WHERE FENCE CAN
NOT BE TREATED IN (E.G., PAVEMENT OR ROCK OUTCROP) WEIGHT FABRIC FLAP WITH 3” OF WASHED GRAVEL
ON UPHILL SIDE TO PREVENT FLOW UNDER FENCE.

THE TRENCH MUST BE A MINIMUM OF 6 INCHES DEEP AND 6 INCHES WIDE TO ALLOW FOR THE SILT FENCE
FABRIC TO BE LAID IN THE GROUND AND BACKFILLED WITH COMPACTED MATERIAL.

SILT FENCE SHOULD BE SECURELY FASTENED TO EACH STEEL SUPPORT POSTS OR TO WOVEN WIRE, WHICH IS
IN TURN ATTACHED TO THE STEEL FENCE POST. WHERE ENDS MEET, OVERLAP FABRIC 3—FEET AND SECURELY
FASTEN.

MAINTENANCE AND REMOVAL:

12.

ACCUMULATED SILT SHALL BE REMOVED WHEN IT REACHES A DEPTH OF 6 INCHES. THE SILT SHALL BE
DISPOSED OF IN AN APPROVED SITE AND IN SUCH A MANNER AS TO NOT CONTRIBUTE TO ADDITIONAL
SILTATION.

. SILT FENCE SHALL BE REMOVED WHEN THE SITE IS COMPLETELY STABILIZED SO AS NOT TO BLOCK OR IMPEDE

STORM FLOW OR DRAINAGE. THE SEDIMENT SHOULD BE DISPOSED OF IN A MANNER THAT WILL NOT CAUSE
ADDITIONAL SILTATION AND THE PRIOR LOCATION OF THE SILT FENCE SHOULD BE REVEGETATED. THE FENCE
ITSELF SHOULD BE DISPOSED OF IN AN APPROVED LANDFILL.
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